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Horizontal Hold Down Clamps

Overall Length Overal Width Suitable Application Area Standard Arm Mounting Service
mm [inch] mm [inch] PP Material Style Style Environment

Harsh/Dirty

50 to 75 [1.97 to 2.95]
75 to 100 [2.95 to 3.94]
100 to 125 [3.94 to 4.92]
125 to 150 [4.92 to 5.91]
150 to 175 [5.91 to 6.89]
175 to 200 [6.89 to 7.87]
200 to 225 [7.87 to 8.86]
225 to 250 [8.86 to 9.84]
250+ [9.84+]

0 to 25 [0 to 0.98]

25 to 40 [0.98 to 1.57]
40 to 55 [1.57 to 2.17]
55 to 70 [1.57 to 2.76]
Welding

Assembly

Checking Fixtures
Machining
Woodworking

Closures

Food Processing

Duty Cycle

Steel

Stainless Steel

Toggle Lock Plus

U-Bar Version

Solid Arm Version
Straight Base

Flanged Base

Weld-On Mounting
Normal

e/o/o/e/o/o/®|o]|~ v v %

. = olo/o/elolo|®|o]|~ % AN v
/= Bl |[ocooelo/o |0~ % AR v

m m oloele[olele|e®|o]|~ v A% v

m Bl ooo/olo/o/®|o]~ s v v v

0 0 olo/o/®[oe]lo/o|lo| ]V v v v v
1 = ololo/elo|o|o|lo| ]|~ % A% v

i m olo/o/e|/o|o|o|lo]| |~ v v v v
oOlo/o/eloe|/oe|o|o| |~ v % v

olelolole|ole|lo]|~ v v v

| e/o/o/e|/o/o]o|o| ]~ ANz v

- olo/o/elo|o|o|o| ][~ % v v
Bl o o/o/e/o|/o/0|O| V]|~ v v v
- ® o|lo/®|o0o/o0o|o|Ofv|Iv]Vv]V v v
/= B [oclololololoelolo| || ]|~ v v
= Bl o o ololololo|lo| [ ]~ v v
| . ® ojlo/® 00|00 v % v v
[ | olo/e/o/o|/o|®|0]|~ 7 VY% 7

O Excellent/High O Fair/Medium @ Poor/Low & Not Recommended
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2.3 Horizontal Hold Down Clamps

Series 2005 Product Overview

Features: Applications: Also Available:
* Increased handle clearance reduces * Assembly See page 8.1 for accessories
pinch points * Closures

Accommodates M4 or #8

* Mounting pattern interchangeable with spindle accessory

Model 205 with 3 times the holding capacity

Covered under one year or more U.S./International Patents

2005-U 2005-S
U-Bar Solid Bar

Series 2005 Technical Information

Accessories (Supplied)

] Clamp Bar  Handle ‘
Max. Holding ) ; . Spindle Flanged
Model Capacity ~ OPening  Opening  Weight Assembly Washers

105106

2005-U 800 N [180 Ibf]
2005-S 450 N [100 Ibf]

0,05kg [0.10lb] 205208-M

Series 2005 Holding Capacities

tHC1

tHC2  1EF(X1):AF 1EF(X2):AF

[0.62] | [1.05] [180Ibf.] | [120Ibf]

15,8 | 26,7 | [1.20] | 800N 530N 051

- 12,2 | B | [1.15] | 30,5 B | [1001bf.] B e
29,2 450N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.4

Series 2005 Standard Clamp Dimensions

2005-U
U-Bar [0.18]
4,5
[0.08]
1,9

[0.87]

T ie

[0.85]
21,5

[1.42]
36,1

~[0.62]

[0.07]
1,7
RANGE —'  |==—m|
OF
ADJUSTMENT
2005-S
Solid Bar [0.67] |
17,0 ﬂ
(&=
= [0.18]
‘ 4,6

[0.09]
2,4

[3.12]

79,4

-U/-S
[0.69]
17,6
15,9
[1.00]
25,4
mm [INCH]

v Od

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice www.destaco.com



Horizontal Hold Down Clamps

Series 2013 Product Overview

Features: Applications: Also Available:
* Increased handle clearance reduces pinch points * Checking fixtures See page 8.1 for accessories
. (;ommon moupfing hol.e pattern to MO(.'Je| 213 . Assembly & 1fesf Accommodates M5 or #10 spindle
* Fixed handle pivot provides smooth action * Light machining accessory
* Nearly 2 times the holding capacity Model 213 * Woodworking
* Closures

Covered under one year or more U.S./International Patents
2013-U 2013-UR 2013-UB 2013-UBR
Flanged Base Flanged Base, U-Bar Straight Base, U-Bar Straight Base, U-Bar
U-Bar with DE-STA-CO® with DE-STA-CO®

Toggle Lock Toggle Lock

Plus Plus

Note:
Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 2013-UB-LS)

Series 2013 Technical Information

Accessories (Supplied)
c Clamp Bar Handle
. Hol .
Max. Holding Opening Opening Weight
(+10°) (+10°)

Spindle Flanged
Capacity Assembly Washers
2013-U
2013-UR
2013-UB

2013-UBR

1310 N [295 Ibf] 0,17kg [0.37Ib] 2013208-M 102111

Series 2013 Holding Capacities

Y tHC1
U/UR  [0.63] [295Ibf.] | [1751bf)]
UB/UBR 16 1310N | 780N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

tHC2  EF(X1):AF $EF(X2):AF

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY




Horizontal Hold Down Clamps 2.6

2013-U
Flanged Base
U-Bar
I
% [1.99]
50,7
)
[0.11]
2,7 [0.16]
4,1
2013-UBR

Straight Base, U-Bar
with DE-STA-CO®

Toggle Lock
Plus

CLAMPING TECHNOLOGY

Series 2013 Standard Clamp Dimensions
-U/-UR/-UB/-UBR

[0.21]
5,3
0.10] DE-STA-CO®
26 TOGGLE LOCK
PLUS OPTION
M5 OR #10-32
~[1.30]
[13 .lzi] - 33,1
’ |
e o [2.02]
[0.30] - 51,2
7,5 )
RANGE OF '
ADJUSTMENT L [0.53] [0.03]
13,5 0,8
[1.65] |
42,0
_[2.65] _|
[1.65]
[12.23] - 42,0 ~_[0.70]
, 17,7
[0.03] - [0.24]
0,8 6,1
[0.53] mm [INCH]
[1.00] 13,5 @43
25,4
[5.87]
149,2

Dimensions and technical information are subject to change without notice www.destaco.com



Horizontal Hold Down Clamps

Series 2017 Product Overview

Features: Applications: Also Available:
* Increased handle clearance reduces pinch points * Checking fixtures See page 8.1 for accessories
. (;ommon moupfing hol.e pattern to MO(.'Je| 217 . Assembly & 1fesf Accommodates M6 or V4" spindle
* Fixed handle pivot provides smooth action * Light machining accessory
* Over 24 times the holding capacity Model 217 * Woodworking
* Closures

Covered under one year or more U.S./International Patents
2017-U 2017-UR 2017-UB 2017-UBR
Flanged Base Flanged Base, U-Bar Straight Base Straight Base, U-Bar
U-Bar with DE-STA-CO® U-Bar with DE-STA-CO®

Toggle Lock Toggle Lock

Plus Plus E

Note:
Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 2017-UB-LS)

Series 2017 Technical Information

Accessories (Supplied)

c Clamp Bar Handle

Max. Holding Opening Opening
(+10°) (+10°)

. Spindle Flanged
e Assembly Washers

Capacity
2017-U
2017-UR
2017-UB

2017-UBR

2500 N [560 Ibf] 0,44kg [0.971b] 215208-M 215105

Series 2017 Holding Capacities

tHC1
[560Ibf.]

tHC2 {EF(X1):AF 1EF(X2):AF
U/UR  [1.08] [2451bf.]
UB/UBR 27,4 1090N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY




Horizontal Hold Down Clamps 2.8

Series 2017 Standard Clamp Dimensions
-U/-UR/-UB/-UBR

2017-U
Flanged Base [8.65]
U-Bar 219,7
[0.24]
6,1 I
T [2.20]
55,9
[0.12]
, DE-STA-CO®
TOGGLE LOCK
M6 OR 1/4-20 PLUS OPTION
[0.98] r‘fi/\
24,8 [/
//
1 [2.03] _——
[1.95] f 51,6 ;@J ]
49,4 [3.00] ' o/
 — 76,1 T N
9 3 [0.12]
[0.20] »j 0
5,1 [0.12] [052(?] [0.14]
3.0 RANGE OF R3,4
2017-UBR [1.03] [.21]
Straight Base, U-Bar i 26,2 308
Toggle Lock 47,2 O o o 1
)
Plus I L [0.11]
l [0.32] || 2,8 mm [INCH]
8,2 @ E]
' .68

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice www.destaco.com



Horizontal Hold Down Clamps

Series 2027 Product Overview

Features: Applications: Also Available:
* Increased handle clearance reduces pinch points * Checking fixtures See page 8.1 for accessories
. (;ommon moupfing hol.e pattern to MO(.'Je| 227 . Assembly & 1fesf Accommodates M8 or %" spindle
* Fixed handle pivot provides smooth action * Light machining accessory
* Over 1'% times the holding capacity Model 227 * Woodworking
* Closures

Covered under one year or more U.S./International Patents
2027-U 2027-UR 2027-UB 2027-UBR
Flanged Base Flanged Base, U-Bar Straight Base Straight Base, U-Bar
U-Bar with DE-STA-CO® U-Bar with DE-STA-CO®

Toggle Lock Toggle Lock

Plus Plus

Note:
Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 2027-UB-LS)

Series 2027 Technical Information

Accessories (Supplied)

Max. Holding ~ Clamp Bar  Handle

Spindle Flanged

Opening Opening Assembly Washers

Capacity (+10°) (+10°)

2027-U
2027-UR
2027-UB
2027-UBR

3740 N [840 Ibf] 0,61kg [1.34lb] 2007208-M 507107

Series 2027 Holding Capacities

Y  tHC1  {HC2 $EF(X1):AF }EF(X2):AF
U/UR  [1.02] [840Ibf.] | [480Ibf]
UB/UBR 258 3740N | 2140N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY




Horizontal Hold Down Clamps 2.10

Series 2027 Standard Clamp Dimensions
-U/-UR/-UB/-UBR

2027-U
EIGBnged Base [Oé3§]
-bar ’ = r@%
TFt 5(©) X ) I 622]
= 56,4
0.12] f LE":"
3,0
DE-STA-CO®
M8 OR 5/16-18 TOGGLE LOCK
[1.32] — ) PLUS OPTION
33,6
[0.75
T 19,1
[2.25]
57,2 [3.57] !
1 90,6
—L [2.34]
59,3
L[o 16]
6,1 7,0 o
RANGE OF
ADJUSTMENT
2027-UBR - 284 e
Straight Base, U-Bar ' ' _ [1.21]
with DE-STA-CO® ! o 30,8
Toggle Lock [1.81] Or—— ®
Plus 459 7 e q
i [0.11]
156, [0.14] 2,8
3"?,6 R3,4 mm [INCH]
[9.88] @76

250,9

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV [=%3 (o [ole Xele 111



Horizontal Hold Down Clamps

Series 2037 Product Overview

Features: Applications: Also Available:
* Increased handle clearance reduces pinch points * Checking fixtures See page 8.1 for accessories
* Common mounting hole pattern to Model 237 * Assembly & test Accommodates M10 or %"
* Fixed handle pivot provides smooth action * Light machining .
. . . . spindle accessory
* Over 2% times the holding capacity Model 237 * Woodworking
* Closures

Covered under one year or more U.S./International Patents

2037-U 2037-UR 2037-UB 2037-UBR
Flanged Base Flanged Base, U-Bar Straight Base Straight Base, U-Bar
U-Bar with DE-STA-CO® U-Bar with DE-STA-CO®
Toggle Lock Toggle Lock
Plus Plus

Note:
Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 2037-UB-LS)

Series 2037 Technical Information

Accessories (Supplied)

Max. Holding Clamp Bar Handle

‘ Opening Opening
Capacity (+10°) (+10°)

Spindle Flanged

Model Assembly Washers

2037-U
2037-UR
2037-UB
2037-UBR

7470 N [1680 Ibf] 1,34kg [2.95Ib] | 240208-M 235106

Series 2037 Holding Capacities

$tHC1  tHC2 $EF(X1):AF $EF(X2):AF
U/UR  [1.39] [16801Ibt] | [700Ibf]
UB/UBR 353 3120N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY




Horizontal Hold Down Clamps 2.12

2037-U
Flanged Base
U-Bar

[2.75]
69,9 [4.18]
106,1
L [0.16]
[0.32] 4.2
8,2
2037-UBR

Straight Base, U-Bar
with DE-STA-CO®
Toggle Lock

Plus

CLAMPING TECHNOLOGY

Series 2037 Standard Clamp Dimensions

-U/-UR/-UB/-UBR

Dimensions and technical information are subject to change without notice

‘ [6.83]
[0.42] 173,6
L
}f 1O 3. 04]
= 771
(0.19] Lj
4,9
DE-STA-CO®
M10 OR 3/8-1 TOGGLE LOCK
1.62] PLUS OPTION
1.62 \
41,2 \
[1.00]
25,4 >
[3.05] !
77,4
[0.35]
90 |
RANGE OF
ADJUSTMENT
[4.40] [1.63]
11,9 41,3
4 v N / 1
=5 1
63,4 = — 42,9
© & i
[0.08]
[0.40] _| \ 0
10.2 [2.43] [2;11;] mm [INCH]
o o4
[13.36]
339,3

www.destaco.com



Horizontal Hold Down Clamps

Series 213 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Lorge han.dle clgarance in the open position * Checking fixtures Accommodates M5 or #10 spindle
* Available in stainless steel * Closures accesso
. ry

* Woodworking
213-Ut 213-USS 213-UB! 213-U-L® 213-UB-L®
Flanged Base Flanged Base Straight Base Flanged Base Straight Base
U-Bar U-Bar, Stainless U-Bar Open Bar Open Bar

Steel

Note: w { T

Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 213-U-LS)

Series 213 Technical Information

Accessories (Supplied)
Max. Holding  Clamp Bar  Handle .

Capacit Opening  Opening Weight
pacty (+10°) (+10°)

Model Spindle Flanged

Assembly Washers

213-U 213208-M 102111
213-USS 201943 | 102911
213-UB 670 N [150 Ibf] 90° 60° 0,08kg [0.171b] 213208-M | 102111
213-U-L®

213-UB-L® N N

@ This item is available upon request

Series 213 Holding Capacities

$HC2 EF(X1):AF }EF(X2):AF
X2—— U/USS/UB [0.36] | [0.75] | [1.63] | [1.81] | [150Ibf] | [70Ibf] T a1
U-L/UB-L 93 | 19 | 41,4 | 46 | 670N | 310N : -

Dimensions shown “mm [inch]” } HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.14

Series 213 Standard Clamp Dimensions

-U/-USS/-UB
213-Uf —_— [09.)3:]
Flanged Base [0.21] !
U-Bar 5,4
a© %
[0.85]
21,5
M5 OR #10 OPENING
IF SUPPLIED
—
0.37
s ]
‘ 7
[0.74] ﬁ
188 | @CD\ S
o o
[0.92] 8 @5(1
23,3 » [1‘42]J L [0.08]
36,0 2,0
L [2.42] | 213-UB
026 i
RANGE OF
ADJUSTMENT [0.53]
13,5 [0.75]
19,0
(1.06] P IER
70 O3 ]
1 8 8
[05293] - LLf [0.08] || [0.06]
Series 213 Open Bar ' R2,2 1,5
[1.00] mm [INCH]
25,4
_ [4.05] @ EI

See page 8.7 for
Complete offering of
Open bar accessories

Flanged Base

213-U-L®

[0.21]
54" | % 1
i

[0.85]
21,5

[1.23]
31,2

See page 2.14 for

Straight Base dimensions not shown

213-UB-L®

102,9

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice www.destaco.com



2.15 Horizontal Hold Down Clamps

Series 217 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Lorge han.dle clgarance in the open position * Checking fixtures Accommodates M6 or V4" spindle
* Available in stainless steel * Closures accesso
. ry

* Woodworking
217-Ut 217-USS 217-UB! 217-U-L®
Flanged Base Flanged Base Straight Base Flanged Base
U-Bar U-Bar, Stainless U-Bar Open Bar

Steel

217-UB-L®
Straight Base
Open Bar

Note:
Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 2010-U-LS)

Series 217 Technical Information

Accessories (Supplied)

Max. Holding C(|)c|mp.Bc1r (l)-lano!le Weight Spindle Flanged
Capacity (Iie]f(;LTQ (ﬁta]r(;i?g el9 Assembly Washers
217-U 900 N [200 Ibf] 202208-M 215105
217-USS 1110 N [250 Ibf] 202943 | 215105
217-UB 91° 61° 0,18kg [0.401b] 202208-M | 215105
217-U-L® 900 N [200 Ibf]
217-UB-L® - -

@ This item is available upon request

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.16

Series 217 Holding Capacities

fHC1  fHC2 $EF(X1):AF $EF(X2):AF
[200Ibf.] | [80Ibf]
900N 360N

[2.93] | [250Ibf] | [100Ibf] _ _

Uss 13,5 745 | 1110N | 440N | 7: 3:1
UB/U-L/ [200lbf] | [8OIbf]
UB-L 900N | 360N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

Series 217 Standard Clamp Dimensions
-U/-USS/-UB
217-Uf
Flanged Base
Series 217 Open Bar U-Bar

OPENING — |
|
M6 OR 1/4
Flanged Base IF SUPPLIED .

217-U-LO [0.49]
12,5

T

Straight Base

217-UB-L®

ADJUSTMENT [0.19] [1.03]

See page 8.7 for @48 | 262 [‘
Complete offering of
Open bar accessories . le 8] o ® 0 ']2
. (— u .
[0.25] 39,4 h(O- ' 28,4

64 1 % < 0 e O

I | 0.52] " H L } 0.12] '
[1.49] 13,1 . [022) %

38 5,5

0 mm [INCH] [0.21] |-
5,4 "
2.09 o .
e @ -l
[6.58]

See page 2.16 for 167,2

dimensions not shown

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV I=¥3 (e [ele Xele 111



Horizontal Hold Down Clamps

Series 227 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Lorge han.dle clgarance in the open position. * Checking fixtures Accommodates M6 or %" spindle
* Available in stainless steel * Closures accesso
. ry

* Woodworking
227-U' 227-USS 227-UB' 227-U-L®
Flanged Base Flanged Base Straight Base Flanged Base
U-Bar U-Bar, Stainless U-Bar Open Bar

Steel

227-UB-L®
Straight Base
Open Bar

Note:
Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 227-U-LS)

Series 227 Technical Information

Accessories (Supplied)

Max. Holding C<|)dmp.Bc1r (l)-lono!le Weight Spindle Flanged
Capacity (Fﬁr:)'o?g (Fﬁgi?g elg Assembly Washers
227-U 2220 N [500 Ibf] 225208-M 507107
227-USS 2670 N [600 Ibf] 207943 | 507907
227-UB 91° 56° 0,31kg [0.68lb] 225208-M | 507107
227-U-L® 2220 N [500 Ibf]
227-UB-L® - -

@ This item is available upon request

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.18

Series 227 Holding Capacities

tHC1 tHC2  1EF(X1):AF 1EF(X2):AF
[2220Ibf.] | [225Ibf]
500N 1000N
[3.58] | [600Ibf.] | [270Ibf.] |
10,0 91,0 | 2670N 1200N
UB/U-L/ [2220Ibf.] | [225Ibf]
UB-L 500N 1000N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

UsSS [0.39] 8:1 3:1

Series 227 Standard Clamp Dimensions

-U/-USS/-UB
227-Ut - . [1.54]
Flanged Base 391
U-Bar 0°8

[0.33] QO @ﬁCD
84 083 |_|

21,2

Series 227 Open Bar R ASA OPENING
[0.56]
14,3
[1.55] e
See page 8.7. for il 39,3 e
Complete offering of | | [0.12]
Open bar accessories JL[O.M] 3,0
60  [0.16] - [2.65]
Flanged Base 4,0 67,2
Model [0.34] RANGE OF [4.23]
227-U-LO® ADJUSTMENT —~— 107,3
[1.02]
[0.19] | 26,0 [1.24]
239 . @ 4,8 g 1 31,6
' .74~ 1©°
44,2 5@
I [0.26]
See page 2.18 for [07-208] | 6,6 *[0'11 ol
dimensions not shown !
[0.26]
mm [INCH] 6,6
Straight Base @{3 [1.57]
Model 40,0 (7.48]
227-UB-L® T 1899

CLAMPING TECHNOLOGY
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2.19 Horizontal Hold Down Clamps

Series 237 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Lorge han.dle clgarance in the open position. . Chec!dng fixtures Accommodates M10 or %" spindle
* Available in stainless steel * Welding accessory
237-Ut 237-USS®
Flanged Base Flanged Base
U-Bar U-Bar, Stainless
: Steel

Note:
Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 237-U-LS)

Series 237 Technical Information

Accessories (Supplied)

i Clamp Bar  Handle

Max. Hol .

oga ac::iihng Opening  Opening Weight
pacty (+10°) (+10°)

Spindle Flanged

Model Assembly Washers

237-U 3340 N [750 Ibf]
237-USS® 3780 N [850 Ibf]

240208-M
237943

235106
235906

0,73kg [1.60Ib]

@ This item is available upon request

Series 237 Holding Capacities

tHC1  tHC2 $EF(X1):AF 1EF(X2):AF
[750I1bf.] [290Ibf.]
3340N 1290N
[850Ibf.] | [330Ibf.]
3780N 1470N
Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

[5.25]

1333 2:1

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.20

237-U'
Flanged Base

U-Bar

Series 237 Standard Clamp Dimensions

-U/-USS
[2.76] _
[0.42] 70,0
10,6
g -
0971 |
24,6 ‘J
OPENING —
M10 OR 3/8 [ A2
IF SUPPLIED |
[0.75]
19,0
[3.18]
80,8 [1.67]
42,3
i
[0.16]
3.98 4,0
[0.43] o
11,0
RANGE OF
ADJUSTMENT [6.23]
158,1
i
[2.28]
58,0
1
031 Ji 10.35] o INCH]
[0.81] @43
20,5
| [2.24]
57,

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV I=¥3 (e [ele Xele 111



2.21 Horizontal Hold Down Clamps

Series 245 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
* Large handle clearance in the open position. * Checking fixtures Accommodates M12 or 15"

* Welding spindle accessory

245-U
Flanged Base
U-Bar

Note:
Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 245-U-LS)

Series 245 Technical Information

Accessories (Supplied)

i Clamp Bar  Handle

Max. Hol .

oga ac::iihng Opening  Opening Weight
pacty (+10°) (+10°)

Spindle Flanged

Model Assembly Washers

4450 N [1000 Ibf] 1,32kg [2.901b] 247208-M 247109

Series 245 Holding Capacities

X tHC1  $HC2 $EF(X1):AF 1EF(X2):AF

[0.50] | [2.00] | [5.00] | [6.09] [ [1000Ibf] | [400Ibf.]

12,7 50,8 127 154,7 4450N 1780N
Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

11:1 5:1
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245-U
Flanged Base

U-Bar I

M12 OR 1/4
IF SUPPLIED

[1.00]

{ 25,4
[4.24]
107,8 249,
l 55*,5

I

OPENING “'ff'fj"'w f

[0.19]

4,7
[0.31]
8.0 ]
RANGE OF
ADJUSTMENT
[1.63]
487 413
1236
5 o} 1
[2.62] [1.62]
66,6 @@D ' =1 I 412
© ¢ I
[0.50] _ L N [0.34]
12,7 @87
_[2.63]_
[12.23]
310,6

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice

mm [INCH]

o
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Horizontal Hold Down Clamps

Series 205 Product Overview

Features: Applications: Also Available:
* Smallest of the Horizontal Hold Down clamps ¢ Assembly See page 8.1 for accessories
. Idegl for light duty clampm.g in 1lgh1 spaces * Closures . Accommodates M4 or #8 spindle
* Stainless steel models furnished without * Woodworking accesso
. . . ry
plastic grip * Light duty
clamping

205-U' 205-UB'® 205-UL® 205-UR® 205-USS
Flanged Base Straight Base Left Flanged Right Flanged Flanged Base
U-Bar U-Bar Base, U-Bar Base, U-Bar U-Bar, Stainless

Steel

205-St 205-SB'® 205-SL® 205-SR® 205-5SS

Flanged Base Straight Base Left Flanged Base, Right Flanged Flanged Base

Solid Bar Solid Bar Solid Bar Base, Solid Bar Solid Bar, Stainless
. Steel

Note:
Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 205-U-LS)

Series 205 Technical Information

Accessories (Supplied)

. Clamp Bar  Handle :

W Capocy © Oveming Opening  weight  ESCCREPRGS
205-U
205-UB®
205.ULG 270N [60 Ibf] oo - 205208-M 105106
205-UR®
205-USS 340N [75 Ibf] 0,03kg [0.061b] 205943 105906
205-S
205-SB® 270N [60 Ibf] 205208-M
205-SLO 94° 82° -
205-SR®
205-55S 340N [75 Ibf] 205943

@® This item is available upon request

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.24

SSS

[0.43]
11

[0.81]
20,5

[1.31]
33,2

$HC1

[601bf.]
270N

[751bf.]
340N

Series 205 Holding Capacities

tHC2 EF(X1):AF $EF(X2):AF

[501bf.]
220N
[651bf.]
290N
[601bf.]
270N

[751bf]
340N

9:1

5:1

4:1

Dimensions shown “mm [inch]” } HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

205-U'
Flanged Base
U-Bar

[0.06]
T
[0.12]
=500
[0.95] [0.06]
1,5

241

205-S'
Flanged Base
Solid Bar

CLAMPING TECHNOLOGY

Series 205 Standard Clamp Dimensions
-U/-UB/-UL-/-UR/-USS/-S/-SB/-SL/-SR/-SSS

[2.71]

68,8

M4 OR #8

IF SUPPLIED
[0.25] OPENING
6,3
[0.30] — [0.67]
7.5 // 17,1
O 6
} @ & L 10.06]
0.16] J | [0.09] 1.5
4,0 2,4
, | [0.63]
RANGE OF [0.73] 16,0
ADJUSTMENT 18,6
L 11.68] _
42,6
[0.62]
[0.17] 15,8
@ 4,3 [0.62]
@@ @ | 15,8
D &
[0.95] | [0.09] L
24,1 )
[0.08]
[2.85] R22
72,5

Dimensions and technical information are subject to change without notice

mm [INCH]

o
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2.25 Horizontal Hold Down Clamps

Series 215 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Stain.less _sfeel model furnished without * Checking fixtures Accommodates M6 or V4" spindle
plastic grip * Closures accessory
* Woodworking
215-Ut 215-USS 215-UB'® 215-§
Flanged Base Flanged Base Straight Base Flanged Base
U-Bar U-Bar, Stainless U-Bar Solid Bar

Steel

P »~K

Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 215-UB-LS)

Series 215 Technical Information

Accessories (Supplied)

Max. Holding  Clamp Bar  Handle

) : . Spindle Flanged Bolt
Capacity O(ata]réi?g Oﬁﬁ';?;g g Assembly  Washers  Retainer
215-U 890 N [200 Ibf] 202208-M | 205105
215-USS 1110 N [250 Ibf] | | 202943 | 205105 | -
87° 0,15kg [0.34Ib]
215-UB® | 202208-M | 205105 |
890 N [200 Ibf]
215-S | - | - | 205105

@® This item is available upon request

Series 215 Holding Capacities

$HC1  fHC2 $EF(X1):AF $EF(X2):AF
[200Ibf.] | [80Ibf]

[1.00] | [1.06] 890N 360N 0.1
UsS [0.22] | 25,4 27 [2.72] | [250Ibf)] | | : 41
5,6 69 TT10N | [110Ibf] '
s | [1.63] | [2.88] [200Ibf] 490N | 61
41,4 73 890N :

Dimensions shown “mm [inch]” } HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.26

215-Ut
Flanged Base
U-Bar

[0.28]
@72

215-S
Flanged Base
Solid Bar

I

CLAMPING TECHNOLOGY

Series 215 Standard Clamp Dimensions

[0.28]

’

Mé6 OR 1/4

-U/-USS/-UB/-S

Dimensions and technical information are subject to change without notice

IF SUPPLIED — A
[0.50] |/
12,7 l | /Y
[1.00] ’
25,5 |
I - [1.53]
[1.41] 38,9
35,8 N ‘ ‘ ‘
| =
1225 | [0.10]
[0.26] 57,1 2,5
6,6 ]
RANGE OF -~ 368 215-UB
ADJUSTMENT 93,5
- [2.23] __, [1.06]
D, 564 270
f ® o !
[1.38] \E L: . | [0.87]
35,0 22,0
* r © % f mm [INCH]
019 | | [0.03]
48 [1.43] 0,8 @43
36,4
[5.46]
138,6
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2.27 Horizontal Hold Down Clamps

Series 225 Product Overview

Features: Applications: Also Available:
* Low profile * Assembly See page 8.1 for accessories
. Stain.less _sfeel model furnished without * Checking fixtures Accommodates M8 or %" spindle
plastic grip * Closures accessory

* Available with DE-STA-CO® Toggle Lock Plus * Woodworking
Covered under one year or more U.S./International Patents
225-Ut 225-USS 225-UR' 225.UB'®
Flanged Base Flanged Base, U-Bar, Flanged Base, U-Bar Straight Base
U-Bar Stainless Steel with DE-STA-CO® U Bar

Toggle Lock

Plus

225-UBSS®
Straight Base, U Bar,
Stainless Steel

Note:
Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 225-U-LS)

Series 225 Technical Information

Accessories (Supplied)

Max. Holding Clamp Bar Handle

Spindle Flanged

Opening  Opening Weight Assembly Washers

Capacity (+10°) (+10°)

225-U 2220 N [500 Ibf] 225208-M 507107
0,25kg [0.55Ib]
225-USS 2760 N [600 Ibf] 207943 | 507907
225-UR 92° 70° 0,31kg [0.691b]
2220 N [500 Ibf] 225208-M 507107
225-UB®
0,25kg [0.55Ib]
225-UBSS® 2760 N [600 Ibf] 207943 | 507907

@ This item is available upon request

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.28

Series 225 Holding Capacities

X1 X2 Y tHC1 tHC2  $EF(X1):AF $EF(X2):AF
[500Ibf] | [250lbf.]
2220N | 1110N
e [600Ibf] | [300Ibf,]
[0.12] | [1.25] | [2.50] | [3.56] | 2760N | 1340N 1241 5.1
ur/ug 30 | 318 | 635 | 904 | [5000bf] | [250Ibf] ' ‘
2220N | 1110N
[600Ibf] | [300Ibf,]
UBSS 2760N | 1340N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force

Refer to page 19.4 for additional information.

Series 225 Standard Clamp Dimensions

-U/-USS-/UB/-UBSS

27,4

Series 225-UR Standard Clamp Dimensions

[4.63]
17,7

M8 OR 5/16 ;
IF SUPPLIED OPENING M8 or 5/16 OPENING A DEsTA-cO®
[0.50] . [1.57] IF SUPPLIED &J TOGGLE LOCK
12,7 /) 739,9 r [0.50] ‘ S
[;33;] 12,7 § =N
’ O ) [ &
i N [1.84] =
e ~ 46,8 129 1
[0.24] lo_e N [3é 9] -
i = 6,0 e [269] - !
68,2 | [0.12] [0.18]
[1.56] [4.18] 3,0 4,5
0.28] ADJUSTMENT
7,0
RANGE OF o0 [1.50]
1. .
ADJUSTMENT [2514] % r—» 38.0 o [g.zifil
. 537 e =
0137 At T ’ 349 ool F)
225-U' 39 S ci]: ) } [o.25]>j
Flanged Base ! [0.25] _ fo2¢) | LI 63 [0.26]
U-Bar 6,3 67 ' [1.00] 26,6
i
' [6.91] [7.09]
175,5 180,0
mm [INCH]

CLAMPING TECHNOLOGY

Dimensions and technical information are subject to change without notice
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2.29 Horizontal Hold Down Clamps

Series 235 Product Overview

Features: Applications: Also Available:
* Low profile ¢ Assembly See page 8.1 for accessories
. Availoble Yvifh l'DE-STA-CO® Toggle Lock Plus . Chec!dng fixtures Accommodates M10 or %" spindle
* Available in stainless steel * Welding accessory
* Closures
* Woodworking
Covered under one year or more U.S./International Patents
235-U' 235-USS 235-UR' 235-UB®
Flanged Base Flanged Base, U-Bar, Flanged Base, U-Bar Straight Base
U-Bar Stainless Steel with DE-STA-CO® U-Bar

Toggle Lock

Plus
-
Note:

Clamps shown with included accessories. To order without spindle, add (-LS) to the end of model (Ex: 235-U-LS)

Series 235 Technical Information

Accessories (Supplied)

Max. Holding Clamp Bar  Handle

Spindle Flanged

Opening  Opening Weight Assembly Washers

Capacity (+10°) (+10°)

235-U 3340 N [750 Ibf] 240208-M 235106
0,67kg [1.471b]
235-USS 3780 N [850 Ibf] | op- o | 237943 235906
235-UR | 0,74kg [1.64Ib] |
3340 N [750 Ibf] 240208-M 235106
235-UB® | 0,67kg [1.471b] |

@® This item is available upon request

Series 235 Holding Capacities

tHC1  {HC2 $EF(X1):AF 1EF(X2):AF
[750lbf.] | [300Ibf]
3340N 1330N

[0.25] [5.75] | [850lbf] | [360lbf] , .

Uss 44 146 | 3780N | 1600N | 9:1 >
[750lbf] | [300Ibf]
AL 3340N | 1330N

Dimensions shown “mm [inch]” i HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.
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Horizontal Hold Down Clamps 2.30

Series 235 Standard Clamp Dimensions

-U/-USS-/UR-/UB
235-U' [2.40]_,
Flanged Base r 61
U-Bar
[0.44]
11,1

M10 OR 3/8
IF SUPPLIED
[0.75]
19,1
2.09] |
53,2
i i
] L [0.31]
8 [0.45] |
1.3
RANGEOF L [1.73]
ADJUSTMENT
Series 235-UR
Standard Clamp Dimensions ] *
2.26 . [1.63]
[2.32] 57,3 41,3
59,0 ] ! X I
: 31 |
&@©) 8 [0.33]
[0.44] [2.25] 28,4
11,1 } 57,2
[1.60] [10.70]
40,6 271,4
M10 OR 3/8
IF SUPPLIED
DE-STA-CO®
TOGGLE LOCK
[?9781 — PLUS mm [INCH]
i @f
! [2.56] G
[1.70] 64,9
43,3 1 !
i
0.22
0.47] _7[4.16]J S , ]
12,0 105,6
RANGE OF
ADJUSTMENT [166‘2”4
[1.63]
41,3 “
— 235-UR!
[2.‘26] = [ ; ?L—ﬁ-—/ | [1_23] Flanged Base, U-Bar
57,3 @_/— = |I : 41,3 with DE-STA-CO®
! S = N i Toggle Lock
031 _ | \ Plus
8,0 [0.33]
25 . 984
57,2
[10.50]
266,7

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV I=¥3 (o [ele Xele 111



Horizontal Hold Down Clamps

Series 305, 307, 309 Product Overview

Features: Applications: Also Available:
* Compact design suitable for use in * Assembly & Test See page 8.1 for accessories
confined spaces * Light Machining
* Available with DE-STA-CO® Toggle Lock Plus * Closures
* Stainless steel models available * Woodworking
305-Ut 305-Uss 305-UR' 307-Ut 307-USS
Flanged Base Flanged Base Flanged Base, Flanged Base Flanged Base
U-Bar U-Bar, Stainless U-Bar with U-Bar U-Bar, Stainless
Steel DE-STA-CO® Steel
Toggle
Lock
Plus
307-UR' 309-U* 309-USS 309-UR'®
Flanged Base, Flanged Base Flanged Base Flanged Base,
U-Bar with U-Bar U-Bar, Stainless U-Bar with
DE-STA-CO® Steel DE-STA-CO®
Toggle Toggle
Lock a a Lock
Plus Plus
Note:

Clamps shown with included accessories. 'To order without spindle, add (-LS) to the end of model (Ex: 307-U-LS)

Series 305, 307, 309 Technical Information

Accessories (Supplied)

Max. Holding C<|)amp'Bdr (I)-Iono!le Weight Spindle Flanged
Capacity (Fie]r:)'o?g (IT?]V(‘)LY)‘Q g Assembly Washers
305-U 670 N [150 Ibf] 305208-M 102111
305-USS 900 N [200 Ibf] 90° 170° 0,06kg [0.13Ib] 201943 | 102911
305-UR 670 N [150 Ibf] 305208-M | 102111
307-U 307208-M | 507107
307-USS 1560 N [350 Ibf] 92° 173° 0,24kg [0.54Ib] 207943 | 507907
307-UR 307208-M | 507107
309-U 309208 | 235106
309-USS 3340 N [750 Ibf] 90° 168° 1,30kg [0.591b] 237943 | 235906
309-UR® 309208 | 235106

@® This item is available upon request

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps

Series 305, 307, 309 Holding Capacities

Model X X1 X2 Y  {HC1  {HC2 $EF(X1):AF 1EF(X2):AF

[150Ibf] | [110Ibf]
BUb=IEL [0.58] | [1.38] | [1.88] | [1.14] | 670N | 490N
14,6 35 47,7 29 200Ibf.] | [150Ibf.
305-USS [900N1 [670N1 3:1 .
307- [0.94] | [1.88] | [2.50] | [1.77] | [350Ibf.] | [260Ibf]
U/UR/USS 24 | 47,7 | 635 | 45 | 1560N | 1160N
309-  [1.34] | [2.50] | [3.50] | [2.70] | [750Ibf] | [530Ibf] "
U/UR/USS 34 | 635 | 89 | 685 | 3340N | 2360N :

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

Series 305, 307, 309 Standard Clamp Dimensions

-U/-USS/-UR
305-Uf
Flanged Base
U-Bar
L2
OPENING
e DE-STA-CO®
TOGGLE LOCK
—,:|- IF SUPPLIED PLUS
C1
! Tr © ©/0
e S
' 1
RANGE OF — =~— L1 —
307-UR' ADJUSTMENT L |
Flanged Base,
U-Bar with
DE-STA-CO® @ O
Toglgle B B1
Loc
Plus \® jay mm [INCH]
A3 A Lgn @6

Model A Al A3 B B1 C C1 C2

[0.35]][1.02]][0.25][[0.63]][1.00][[0.48][[0.311][0.08][[0.18][[0.211][1.43][[2.21]][1.19]][0.51][[0.50]| [#10]
13,5259 | 6,4 | 16,0254 12279 | 20| 46 | 53 |363|561[302|130/[12,7| M5
0.91]|[1.721|[0.40]|[1.14]|[1.80] | [0.89]| [0.50]|[0.12]|[0.28]|[0.33]|[2.36] | (3.6 11|[1.89]|[0.86]|[0.75]| [5/16]
23,1 43,7102 29,0457 (22,6 |12,7| 30 | 71 | 8,4 |59,9|91,7|48,0|21,8[19,1| M8
1.38][[2.52]|[0.58]|[1.50] |[2.471|[1.31]|[0.75]|[0.12]|[0.33]|[0.44]|[3.53]|[5.19]|[2.68]|[1.28]|[1.06]| [3/8-16]
35,1 64,0|14,7 38,1 ]62,7(333|19,1| 3,0 | 84 |10,4|89,7(131,8/68,1[32,5|269| Mm10

305-U/UR
307-U/UR |

309-U/UR |

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV I=¥3 (e [ele Xele 111



2.33 Horizontal Hold Down Clamps

Series 206 Product Overview

Features: Applications: Also Available:
* All stainless steel construction * Assembly See page 8.1 for accessories
» Offers good k?ar cglgaronce undgr clamping . Chemicgl Accommodates M4 or #8 spindle
bar while maintaining low profile processing accessory
* Closures
* Light duty
clamping

206-SS 206-HSS
Flanged Base Flanged Base
Low U-Bar, High U-Bar,
Stainless Steel Stainless Steel

Series 206 Technical Information

Accessories (Supplied)

Max. Holding Clamp Bar Handle

) ; . Spindle Flanged
. Opening  Opening Weight

Capacity (+10°) (+10°) Assembly Washers

206-SS

206-HSS

440 N [100 Ibf]

0,03kg [0.071b] 205943 105906

Model 206-HSS shown securing a platen on a prototyping machine.

www.destaco.com Dimensions and technical information are subject to change without notice

CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.34

Series 206 Holding Capacities

tHC1  $HC2 {EF(X1):AF $EF(X2):AF
[100Ibf] | [50lbf]
440N 220N

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

Series 206 Standard Clamp Dimensions

-SS/-HSS
[0.35]
8,8
[0.22]
55 @ @
o= Q
@D €E9]
[0.45]
11,5
M4 OR #8
IF SUPPLIED
[0.31]
[0.76]
19,2
S [0.44]
11,3 — [0.95]
SS 24,2
[1.89]
[0.63]
[0.94] 15,9
23,8 [0.63]
(@ @) 15,9

CE=)

[0.16] L
4,0 [0.09]

[0.94] 2,4
23,9 mm [INCH]

274 @43

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice IRV I=¥3 (o [ele Xele 111



2.35 Horizontal Hold Down Clamps

Series 515 Product Overview

Features: Applications: Also Available:

* Hardened steel pins and bushings * Welding See page 8.1 for accessories
strength and long life ¢ Assembly

* Replaceable pivot pins * Light machining

* Large, solid clamping arm is easily modified * Medium to heavy
to suit application requirements duty clamping

applications

515 515-B
Weldable Base Flanged Base
Solid Bar

Solid Bar

Series 515 Technical Information

Max. Holding Clamp Bar Handle

Model . Opening Opening
Capacity (+10°) (+10°)
515
3560 N [800 Ibf]|  85° 72°  |0,73kg [1.60lb]
515-B

Series 515 Holding Capacities

$HC1  fHC2 $EF(X1):AF $EF(X2):AF

515 [0.31]
8 [1.50] | [2.63] | [5.51] | [800Ibf.] | [400Ibf)] 1 51
515. 10941 | 38 66,8 | 140 | 3560N | 1780N :

24

Dimensions shown “mm [inch]” F HC = Holding Capacity, EF = Exerting Force, AF = Applied Force
Refer to page 19.4 for additional information.

www.destaco.com Dimensions and technical information are subject to change without notice CLAMPING TECHNOLOGY



Horizontal Hold Down Clamps 2.36

Series 515 Standard Clamp Dimensions

515
Weldable Base [(])'243]
Solid Bar !
P o Y
| [ o5 :D
B I-“é} —
OPENING .
[1.23]
31,2
[0.50]
12,7
[ j JV Lo
E ) j]]l [0.87]
= 22,1
—_0 i
L [2.06]
[1.12]) | 52,4 J
285 [2.68]
68,2
[4.56]
115,9
(5.37]
136,4
515-B [26.:;5%]
Flanged Base :
Solid Bar ﬁﬁﬁxﬁéfi,,j 1
P& S [1.00]
. 25,4
U=t :
[0.31] \
8,0
[3.31] [0.34]
84,0 8,6
[8.88]
225,6

mm [INCH]

o

CLAMPING TECHNOLOGY Dimensions and technical information are subject to change without notice www.destaco.com




